Arduino Code
registerWrite(0x7F, 0x00);

registerWrite(0x61, 0xAD);

registerWrite(0x7F, 0x03);

registerWrite(0x40, 0x00);

registerWrite(0x7F, 0x05);

registerWrite(0x41, 0xB3);

registerWrite(0x43, 0xF1);

registerWrite(0x45, 0x14);

registerWrite(0x5B, 0x32);

registerWrite(0x5F, 0x34);

registerWrite(0x7B, 0x08);

registerWrite(0x7F, 0x06);

registerWrite(0x44, 0x1B);

registerWrite(0x40, 0xBF);

registerWrite(0x4E, 0x3F);

registerWrite(0x7F, 0x08);

registerWrite(0x65, 0x20);

registerWrite(0x6A, 0x18);

registerWrite(0x7F, 0x09);

registerWrite(0x4F, 0xAF);

registerWrite(0x5F, 0x40);

registerWrite(0x48, 0x80);

registerWrite(0x49, 0x80);

registerWrite(0x57, 0x77);

registerWrite(0x60, 0x78);

registerWrite(0x61, 0x78);

registerWrite(0x62, 0x08);

registerWrite(0x63, 0x50);

registerWrite(0x7F, 0x0A);

registerWrite(0x45, 0x60);

registerWrite(0x7F, 0x00);

registerWrite(0x4D, 0x11);

registerWrite(0x55, 0x80);

registerWrite(0x74, 0x1F);

registerWrite(0x75, 0x1F);

registerWrite(0x4A, 0x78);

registerWrite(0x4B, 0x78);

registerWrite(0x44, 0x08);

registerWrite(0x45, 0x50);

registerWrite(0x64, 0xFF);

registerWrite(0x65, 0x1F);

registerWrite(0x7F, 0x14);

registerWrite(0x65, 0x60);

registerWrite(0x66, 0x08);

registerWrite(0x63, 0x78);

registerWrite(0x7F, 0x15);

registerWrite(0x48, 0x58);

registerWrite(0x7F, 0x07);

registerWrite(0x41, 0x0D);

registerWrite(0x43, 0x14);

registerWrite(0x4B, 0x0E);

registerWrite(0x45, 0x0F);

registerWrite(0x44, 0x42);

registerWrite(0x4C, 0x80);

registerWrite(0x7F, 0x10);

registerWrite(0x5B, 0x02);

registerWrite(0x7F, 0x07);

registerWrite(0x40, 0x41);

registerWrite(0x70, 0x00);

delay(100);

registerWrite(0x32, 0x44);

registerWrite(0x7F, 0x07);

registerWrite(0x40, 0x40);

registerWrite(0x7F, 0x06);

registerWrite(0x62, 0xf0);

registerWrite(0x63, 0x00);

registerWrite(0x7F, 0x0D);

registerWrite(0x48, 0xC0);

registerWrite(0x6F, 0xd5);

registerWrite(0x7F, 0x00);

registerWrite(0x5B, 0xa0);

registerWrite(0x4E, 0xA8);

registerWrite(0x5A, 0x50);

registerWrite(0x40, 0x80);

Crazyflie Code  
registerWrite(csPin, 0x7F, 0x00);

  registerWrite(csPin, 0x61, 0xAD);

  registerWrite(csPin, 0x7F, 0x03);

  registerWrite(csPin, 0x40, 0x00);

  registerWrite(csPin, 0x7F, 0x05);

  registerWrite(csPin, 0x41, 0xB3);

  registerWrite(csPin, 0x43, 0xF1);

  registerWrite(csPin, 0x45, 0x14);

  registerWrite(csPin, 0x5B, 0x32);

  registerWrite(csPin, 0x5F, 0x34);

  registerWrite(csPin, 0x7B, 0x08);

  registerWrite(csPin, 0x7F, 0x06);

  registerWrite(csPin, 0x44, 0x1B);

  registerWrite(csPin, 0x40, 0xBF);

  registerWrite(csPin, 0x4E, 0x3F);

  registerWrite(csPin, 0x7F, 0x08);

  registerWrite(csPin, 0x65, 0x20);

  registerWrite(csPin, 0x6A, 0x18);

  registerWrite(csPin, 0x7F, 0x09);

  registerWrite(csPin, 0x4F, 0xAF);

  registerWrite(csPin, 0x5F, 0x40);

  registerWrite(csPin, 0x48, 0x80);

  registerWrite(csPin, 0x49, 0x80);

  registerWrite(csPin, 0x57, 0x77);

  registerWrite(csPin, 0x60, 0x78);

  registerWrite(csPin, 0x61, 0x78);

  registerWrite(csPin, 0x62, 0x08);

  registerWrite(csPin, 0x63, 0x50);

  registerWrite(csPin, 0x7F, 0x0A);

  registerWrite(csPin, 0x45, 0x60);

  registerWrite(csPin, 0x7F, 0x00);

  registerWrite(csPin, 0x4D, 0x11);

  registerWrite(csPin, 0x55, 0x80);

  registerWrite(csPin, 0x74, 0x1F);

  registerWrite(csPin, 0x75, 0x1F);

  registerWrite(csPin, 0x4A, 0x78);

  registerWrite(csPin, 0x4B, 0x78);

  registerWrite(csPin, 0x44, 0x08);

  registerWrite(csPin, 0x45, 0x50);

  registerWrite(csPin, 0x64, 0xFF);

  registerWrite(csPin, 0x65, 0x1F);

  registerWrite(csPin, 0x7F, 0x14);

  registerWrite(csPin, 0x65, 0x67);
  registerWrite(csPin, 0x66, 0x08);

  registerWrite(csPin, 0x63, 0x70);
  registerWrite(csPin, 0x7F, 0x15);

  registerWrite(csPin, 0x48, 0x48);
  registerWrite(csPin, 0x7F, 0x07);

  registerWrite(csPin, 0x41, 0x0D);

  registerWrite(csPin, 0x43, 0x14);

  registerWrite(csPin, 0x4B, 0x0E);

  registerWrite(csPin, 0x45, 0x0F);

  registerWrite(csPin, 0x44, 0x42);

  registerWrite(csPin, 0x4C, 0x80);

  registerWrite(csPin, 0x7F, 0x10);

  registerWrite(csPin, 0x5B, 0x02);

  registerWrite(csPin, 0x7F, 0x07);

  registerWrite(csPin, 0x40, 0x41);

  registerWrite(csPin, 0x70, 0x00);

  vTaskDelay(M2T(10)); // delay 10ms
  registerWrite(csPin, 0x32, 0x44);

  registerWrite(csPin, 0x7F, 0x07);

  registerWrite(csPin, 0x40, 0x40);

  registerWrite(csPin, 0x7F, 0x06);

  registerWrite(csPin, 0x62, 0xF0);

  registerWrite(csPin, 0x63, 0x00);

  registerWrite(csPin, 0x7F, 0x0D);

  registerWrite(csPin, 0x48, 0xC0);

  registerWrite(csPin, 0x6F, 0xD5);

  registerWrite(csPin, 0x7F, 0x00);

  registerWrite(csPin, 0x5B, 0xA0);

  registerWrite(csPin, 0x4E, 0xA8);

  registerWrite(csPin, 0x5A, 0x50);

  registerWrite(csPin, 0x40, 0x80);

  registerWrite(csPin, 0x7F, 0x00);
  registerWrite(csPin, 0x5A, 0x10);
  registerWrite(csPin, 0x54, 0x00);
